
Control Switch
KMC 100
KIEPE MASTER CONTROLLER

The KMC is designed for use in public 
transit vehicles and features enhanced 
durability and simple interfaces.

In addition, the KMC is equipped with 
standard mechanical locks.
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KIEPE Master Controller

Features

Technical Specifications

Technical Drawings

The KMC does not require any device-side 
software and can therefore also be used 
in applications with high security require-
ments. 
 
The control switch is secured with a lock to 
prevent unauthorized use. 
 
After unlocking, the desired operating 
mode or direction of travel can be selec-
ted using the operating mode selector 
switch. 
 
After selecting a direction of travel, the 
control lever can be moved forward to 
drive or backward to brake. 
 
The forward and backward travel is 

approximately 40°. The operator feels 
the transition through integrated detent 
points. 
 
In the rearmost position of the control le-
ver, an emergency brake is activated. 
 
The KMC100 provides a redundant 4–20 
mA current signal at the output and, in 
certain positions of the control lever, offers 
four individual contacts in parallel as nor-
mally closed or normally open contacts. 
 
The electrical interfaces are connected 
via a standard connector. 
 
The control lever is available with various 
handles.

•	 Key switch to prevent unauthorized 
operation

•	 Selection of operating modes and di-
rection of travel via integrated selector 
switch

•	 Integrated detent points for tactile 

feedback to the operator
•	 Emergency braking is triggered when 

the lever is in the rearmost position
•	 Standardized electrical interfaces 

via plug connectors
•	 Various handle options available

Type			             KMC 100

Operating voltage	           DC 24 V +25/-30%

Output signal		            4-20 mA

Weight		  	           approx. 6.5 kg

Operating forces	           According to DIN 5566

Protection class	           IP30D when installed

Tested according to     	          DIN EN 50124-1 / DIN EN 61373 / DIN EN 45545
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Toleranzen/ tolerances

ISO 2768-m-H
 

Oberfläche/surface
DIN ISO 1302
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KIEPE Master Controller

Kiepe Electric GmbH
Kiepe-Platz 1, D-40599 Düsseldorf
T: +49 (0) 211 74 97-0
M: info@kiepe-group.com
www.kiepe-group.com
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